Latronics® is the largest
Australian manufacturer /7
of inverters utilising

LATRNICS®

Input Data sources in the

. A NEW WORLD POWER
manufacturing process.

Max Input Power 1200W 2500W
Max DC Input Current ~~ 22A 2A Ve are :0”_5“‘”‘3'3/ PV EDGE GRID

striving for improvements CONNECTED INVERTER
Max DC Input Voltage 100V 200V that enable our inverters 1200W - 2500W

Max Power Point Range ~ 54VDC - 100VDC 108VDC - 200VDC to continue as the

standard against which

Number of Modules 4 x 12V modules or

www.latronics.com

8 x 12V modules
other brands are
Per String 2 X 24V modules 4 X 24V modules 6 measured.
E—— Turn Your
utput Data
; IS Home Into a
Output Power 1000W (1100W max) 2100W (2200W max)
Output Voltage Range 205 -265 Vac 205- 265 Vac ‘ .
Power Station
Output Frequency 50Hz tolerance +/- 1Hz 50Hz tolerance +/- 1Hz
Peak Efficiency 93 % 93 %
Night Time Power NIL Automatically NIL Automatically /7
Consumption Disconnects from AC Grid  Disconnects from AC Grid LATR NICS®
Operating Temperature - 10°C to 50°C -10°C to 50°C — e wente ewer
Anti islanding Protection ~ Over/under voltage Over/under voltage

Overfunder frequency Overfunder frequency

Active phase shift Active phase shift
p! p! 0%
General Data AUSTRALIAN OWNED

Status Indicators

Output power level Output power level LATRONIC SUNPOWER PTY LTD.

CALOUNDRA QLD.4551
Grid - Stability check Grid - Stability check ABN 97 010 707 169

Solar Input ON
Grid Fault

Solar Input ON www.latronics.com

Grid Fault APPROVED DISTRIBUTOR

Overload Overload

Wall Mount Enclosure Powder Coated Aluminium
330mm x 296mm x 150mm

kg

Powder Coated Aluminium
Dimensions 370mm x 386mm x 180mm
Weight 22kg
Warranty 5 years 5 years
Standards

C-Tick, CE
AS3100, AS4777
EN55014
Certificate of Suitability

C-Tick, CE
AS3100, AS4777
EN55014
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